
 

THIRD ANGLE PROJECTION
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M12 THREADED HOLES
COINCIDE WITH COG OF
60DEG AND 90DEG SPEAKERS
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VIEW A-A

NOTES:
DIMENSIONS ARE MM [INCHES]1.
DIMENSIONS SYMMETRICAL ABOUT CENTERLINE2.

 DENOTES CENTER OF GRAVITY (COG)3.
UNLESS OTHERWISE NOTED, MOUNTING HOLES ARE M10 THREAD4.
WEIGHT (INDOOR)=  250LBS (113.4KG) 5.
WEIGHT (OUTDOOR WEATHER-RESISTANT) = 210LBS  (95.3KG)6.
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PROPRIETARY AND CONFIDENTIAL

MINIMUM FIRST ARTICLE REQUIREMENT

THE INFORMATION DISCLOSED HEREIN WAS 
ORIGINATED BY AND IS THE PROPERTY OF 
BIAMP SYSTEMS AND EXCEPT FOR THE 
RIGHTS EXPRESSLY GRANTED TO THE UNITED 
STATES GOVERNMENT, BIAMP SYSTEMS 
RESERVES ALL PATENT, PROPRIETARY, 
DESIGN USE, SALE, MANUFACTURING AND 
REPRODUCTION RIGHTS THERETO.       

BIAMP APPROVED FAI REPORT, RoHS AND 
REACH MATERIAL CONTENT DECLARATION, 
BEFORE INITIAL PRODUCT SHIPMENT.

TOLERANCES:          ANGULAR:  1 °
ONE PLACE DECIMAL                0.5
TWO PLACE DECIMAL                0.25
THREE PLACE DECIMAL              0.100
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DIMENSIONS ARE IN MM [IN]
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DIMS & TOL PER ASME Y14.5-2018
BASIC DIM FROM CAD0.3 A B
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